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Navien makes
it easy to
go thankless in
residential and
commercial
applications.
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Connection 
diameter

Cold Water Inlet
Hot Water Inlet
Gas Inlet

39.6 / 4.0
42.3/4.4

106.6
111.0
24.0
15.0

440 x 306 x 695
34

200W

440 x 306 x 695
30

440 x 336 x 695
37

440 x 336 x 695
34

Specifications Unit NPE-24AWE NPE-24SWE NPE-32AWE NPE-32SWE
39.6 / 4.0
42.3/4.4

106.6
111.0
24.0
15.0

52.8 / 5.2
56.6 / 5.8

107.2 
111.0
32.0
20.0

52.8 / 5.2
56.6 / 5.8

107.2 
111.0
32.0
20.0

II2H3P
Instantaneous hot water production

IP X5D
1.0
1.8

10.0
36~85

Wall-mounted
22
22
22

230V / 50Hz

B23, B33, B53, C13, C33, C43, C53, C63, C83
Coaxial Ø60/100 and Ø80/125 - Dual duct Ø80/80

20
21
2.4
1.2
68
70
2.4
1.2
0.5
110
2.2
1.4

kW
kW
%
%

l/min
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bar
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°C

mm
kg

mm
mm
mm
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m
m
m
m
m
m
m
m
m
m
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Main Supply
Max. powe
consumptionr

W

Max. Horizontal
Max. Vertical
90°
45°
Max. Horizontal
Max. Vertical
90°
45°
→ Ø80/125

90°
45°

Power Supply

Flue exhaust / Air intake system types
Flue exhaust / Air intake system diameters

DHW input range
DHW output range
Efficiency at maximum load
Efficiency at minimum load
DHW Flow Rate at 25°C temp. rise
DHW Flow Rate at 40°C temp. rise
Category
Type
Appliance protection rating
Min. DHW Working Pressure
Min. DHW Working Flow
Max. DHW Working Pressure
Adjustable DHW Temperature Range*
Dimensions (Width x Depth x Height)
Weight
Installation type

Coaxial length
Ø60/100
Equivalent elbow 
length Ø60/100
Coaxial length
Ø80/125
Equivalent elbow
length Ø80/125 

Equivalent elbow
length Ø80 

Equivalent length of adapter Ø60/100
Max. dual duct length Ø80/80 

69
5 
m
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73
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m

Overhead View
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 m
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[NPE-24AWE/32AWE]

Bottom View

*Manufacturer’s specifcations are subject to change without notice.
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Supply Connections

Flue Exhaust / Air Intake

Hot Water Outlet
Recirculation Inlet
Cold Water Inlet
Gas Inlet
Condensate Outlet

Description

A

B
C
D
E
F

Ø60/100
Ø80/125

22 mm
22 mm
22 mm
22 mm
15 mm

Diameter
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Supply Connections

Flue Exhaust / Air Intake

Hot Water Outlet
Recirculation Inlet
Cold Water Inlet
Gas Inlet
Condensate Outlet

Description

A

B
C
D
E
F

Ø60/100
Ø80/125

22 mm
22 mm
22 mm
22 mm
15 mm

Diameter
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applications.
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Supply Connections

Flue Exhaust / Air Intake

Hot Water Outlet
Recirculation Inlet
Cold Water Inlet
Gas Inlet
Condensate Outlet

Description

A

B
C
D
E
F

Ø60/100
Ø80/125

22 mm
22 mm
22 mm
22 mm
15 mm

Diameter
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NPE-Advanced

Our advanced
high effciency
condensing thankless
water heater
technology with the
and buffer tank

Navien ComfortFlow  is the first and only system
that incorporates a built-in insulated buffer tank and
recirculation pump. The buffer tank eliminates the
“cold water sandwich” effect and issues of minimum
flow rates commonly found in other tankless water
heaters. The recirculation pump saves on water
bills by reducing the time to get hot water. When
activated, the optional ComfortFlow mode results
in additional energy usage.

Exclusive built-in
recirculation system
included on all
NPE-A models

Φ80/80

FLUEING
UP TO 110M

HEAT EXCHANGERS

STAINLESS
STEEL

NG LP
CONVERTIBLE

OR

FIELD GAS 

RESIDENTIAL&
COMMERCIAL

107.2%
UP TO

NPE-Standard

NPE-A and NPE-S series facts

Our standard
ultra condensing
tankless
technology with
the industry’s
top rated unit for
energy efficiency

107.2%
UP TO

ComfortFlo
Models

Naturalgas (KW/H)
Propanegas (KW/H)

NPE-24AWE

4.4~42.3

4.4~42.3

NPE-24SWE

4.4~42.3

4.4~42.3

NPE-32AWE

5.8~56.6

5.8~56.6

NPE-32SWE

5.8~56.6

5.8~56.6

NPE-Advanced

Our advanced
high effciency
condensing thankless
water heater
technology with the
and buffer tankand buffer tannkr tan

Navien ComfortFlow  is the first and only system
that incorporates a built-in insulated buffer tank and
recirculation pump. The buffer tank eliminates the
“cold water sandwich” effect and issues of minimum
flow rates commonly found in other tankless water
heaters. The recirculation pump saves on water
bills by reducing the time to get hot water. When
activated, the optional ComfortFlow mode results
in additional energy usage.

Exclusive built-in
recirculation system
included on all
NPE-A models
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NPE-32AWE

5.8~56.6

5.8~56.6

NPE-32SWE

5.8~56.6

5.8~56.6
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NPE-A and NPE-S series facts
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UP TO

Models

Naturalgas (KW/H)

Propanegas (KW/H)

NPE-24AWE

4.4~42.3

4.4~42.3

NPE-24SWE

4.4~42.3

4.4~42.3
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